
• First install your BathSeal Ultra 10 Seal on your bath.

• The Vertical seal may be added, only after the BathSeal has been fitted.

• Measure the height from your new BathSeal to the ceiling or where you
would like the seal to end vertically on your wall, then cut the profile to length.

•  If required remove any sealant or protruding grout that will stop the seal
fitting flush on to the tiled wall.

• Clean the corner area with Methylated spirits (Meths), to ensure adhesion.

• Apply sealant to the scribed (see diagram 1) end of the profile before fitment,
and a thick vertical bead in the corner of the shower to the height required.

It is important that enough sealant is used to provide a good seal
between the two tiled walls / boards.

• Place the profile onto the wet sealant and Gently push the profile into place
so it sits neatly on the existing BathSeal. (See Diag 2)

• Immediately wipe away with your Fugi III tool, any excess sealant that has
squeezed out from either side of the newly installed profile.

• Change the sealant nozzle to the fine nozzle and infill carefully the edges of
the newly installed profile. Remove excess with a Fugi III tool to smoothe the
sealant. ( Complete length of profile both sides)

This operation ensures a complete seal and once done there
is no where for the water to sit on the profile.

• Add the end cap (if required) using a blob of silicone sealant.

• Leave for a minimum of four hours to cure and BathSeal vertical seal is
ready for use.

 Installation instructions - BathSeal Ultra 10 Vertical Seal

Guaranteed no mould
For 10 Years

Tools required to complete the installation.

• Stanley Knife or similar
• Byretech sealant Removal tool
• Tape measure
• Sealant gun
• Fugi II Silicone applicator
• Kitchen roll to wipe fingers

• Fugi II and Silicone removal tool available
     from www.byretech.com

Byretech Ltd
Unit 51 Padgets Lane, South Moons Moat,

Redditch, Worcestershire B98 0RD UK.
Phone: +44 (0) 1527 522 522  Fax: +44 (0) 1527 522 111
E-mail: info@byretech.com  Web: www.byretech.com

Byretech Ltd
The Bathroom Water Damage
Prevention specialists

Note. Byretech recommends that all black mould in the bathroom is removed prior to fitting its products.
Note.  NO MOULD GUARANTEE
If Forever White discolours or stains due to mould growth within 10 years of
application simply return pack and receipt of purchase to Everbuild and we will
refund you the silicone and postage costs.  CAUTION: This guarantee is only
valid providing regular cleaning has been carried out, Microban helps prevent
the growth of mould, mildew and bacteria that can stain and degrade silicone,
however it is not a substitute for regular cleaning as excessive deposits of soap
can cause secondary mould growth.  Everbuild address on silicone tube pack.
Nothing in this statement does or will affect your statutory rights.

Now with
“RIPPLE GRIP”

For extra hold

Diag 1.
Sealant

Finally seal in with the sealant
provided and its complete !

Diag 2.

Fugi III

Part Numbers

1 x Vertical Seal BVSWK01
2 x Vertical Seals BVSWK02


